
* Production capacity of every machine depends on sizes, type of materials, glues and operator skill
IML reserves the right to change technical specifications without notice.
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Macchina super/automatica per l’applicazione  
di occhielli ovali e passaditosu classificatori
La macchina perfora e applica contemporaneamente due occhielli ovali e 
un occhiello passadito, gli occhielli vengono posizionati automaticamente 
da appositi caricatori. L’alimentazione e lo scarico delle plance da lavorare 
avviene automaticamente. Macchina elettro/pneumatica.

Automatic machine for the application of oval 
eyelets and finger rings on files
The machine perforates and applies two oval eyelets and a finger ring at 
the same time, the eyelets are automatically positionned by appropriate 
feeders. Feeding of the cardboard flats is automatic as well. 
Electro-pneumatic machine.

- Materiale utilizzato:  Cartone rivestito, Fibrone o similari. 
- Occhielli: A richiesta.
- Spessore cartone:  da 1 a 2,5 mm.
- Produzione:  fino a 17 pezzi/minuto*
- Voltaggio:  220 Volt monofase
- Consumo pneumatico:  15 NL/minuto (7 bar)
- Dimensioni:  L= 3000 mm; P= 800mm; H= 1700mm.
- Peso:  Kg. 580

- Used Material:  Coated board, Fiber boards or similar.
- Eyelets: On request.
- Cardboard thickness:  1 to 2,5 mm.
- Capacity:  up to 17 pieces/minute*
- Voltage:  220 Volt single-phase
- Compressed air: 15 NL/minute (pressure 7 bar)
- Overall dimensions:  L= 3000 mm; P= 800 mm; H= 1700 mm.
- Weight:  Kg. 580    
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